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- BELT LOWER INCLINED UPPER _ ANGLE SIDESKIRT CLEAT BELT EST. MOTOR BELT
' EQUIP EQUIPMENT EQUIPMENT BELT WIDTH HORIZ LENGHT HORIZ. DEG. HEIGHT SPACING SPEED H.P. STARTER SCRAPER DESCRIPTION OF WORK AND COMMENTS
NUM DESCRIPTION TYPE TYPE (IN) {FT) {FT) (FT) ESTIMATED (IN) (FPM) TYPE
CONVEYORS
C-100 WALKING FLOOR WALKING STEEL BED 96 25'-0" - - Q 0 - 25 HYDRAULIC ﬁCL) FIELD MEASURE ACTUAL DIMENSIONS.
PIT INFEED FLOOR BED :
CONVEYOR
Cc-101 MODIFIED EXIST. C-701 ROLLER CHAIN EXISTING 96 9'-2-1/2" 31'-4" 3'-o" 40 36 4v@60" 15-45 20 VEFD NO MODIFY EXIST. C-701 CONVEYOR AND RE-INSTALL AS C-101. PROVIDE NEW VFD DRIVE.
RE-USE CONVEYOR BELT AS IS AS IS AS IS CHANGE ALL DAMAGED SAFETY GUARDS. PROVIDE NEW PHO-EYES AT INFEED. REPLACE
EXIST. C-701 9" PICT AT, DAMAGED CLEATS. MODIFY AND RELOCATE SUPPORTS.
C-102 INCLINED FEED ROLLER CHAIN 330 PIW 72 22'-0" 24'-0" 4'-0v 35 36 4" @ 48" 20-45 7.5 VED NO
TRANSFER CONVEYOR BELT 3-PLY MOR
6" PITCH CxC
C-103 PRE-~SORT "PICKING STYLE" 225 PIW 60 52'-9" - - 0 6 N 80 -150 3 VED YES
CONVEYOR SLIDER BED 3-PLY MOR
C X BARE
C-104 T-100 "OVERS"™ ROLLER CHAIN 330 PIW 60 10'-0" 26'-6" 3'-3* 35 36 4" @ 48" 50 8 FVNR NO
TRANSFER BELT 3-PLY MOR
CONVEYOR 6" PITCH CxC
C-105 T-100 "OVERS" "PICKING STYLE" 225 PIW 60 45'-9" - - 0 3 - 80-150 3 VED YES
SORT CONVEYOR SLIDER BED 3-PLY MOR )
C x BARE
C-106 T-100 "FINES" TROUGH 225 PIW 60 - 18'-6" - 5 12 - 100 2 FVNR YES ATTACHED TO TROMMEL HOPPER
COLLECTION SLIDER BED 3~-PLY MOR )
CONVEYOR C x BARE
C-107 T-100 "MIDDLINGS" TROUGH SLIDER 225 PIW 60 - 16'-6" - 5 12 - 100 2 FVNR YES ATTACHED TCO TROMMEL HOPPER
COLLECTION BELT 3-PLY MOR
CONVEYOR C x BARE
c-200 WALKING FLOOR WALKING STEEL 96 25'-0" - - 0 - 0 - 25 HYDRAULIC NO FIELD MEASURE ACTUAL DIMENSION
PIT FLOOR BED BED
CONVEYOR - o
Cc-201 MOFIFIED EXIST. C-100 ROLLER CHAIN EXISTING 96 EXIST 444 -4" 3'-5" 40 36 EXIST AS IS 20 VED NO MODIFY EXIST. C-100 CONVEYOR AND RE-INSTALL AS C-201. PROVIDE NEW VFD
RE-USE CONVEYOR BELT AS IS AS IS REPLACE ALL DAMAGED CLEATS AND SAFETY GUARDS. INSTALL NEW PHO-EYES
EXIST. C-100 9" PITCH AT INFEED.
» 202 PRE-SORT "PICKING STYLE" 225 PIW 60 40'-0" - - 0 [3 - 80 -150 3 VFD YES ’
- : CONVEYOR SLIDER BED 3-PLY MOR
C X BARE
C-203 T-200 "OVERS" ROLLER CHAIN 330 PIW 60 10'-0" 26'-6" 3'-3" 35 36 4 48" 50 8 FVNR NO “
TRANSFER BELT 3-PLY MOR
CONVEYOR 6" PITCH Cx C 5
C-204 T-200 "OVERS" "PICKING STYLE" 225 PIW 60 45'-9" - - 0 6 - 80-150 3 VED YES
SORT CONVEYOR SLIDER BED 3-PLY MOR
C x BARE
C-205 T-200 "FINES" TROUGH 225 PIW 60 - 18'-6" - 5 12 - 100 2 FVNR YES ATTACHED TO TROMMEL HOPPER
COLLECTION SLIDER BED 3-PLY MOR
CONVEYOR C x BARE .
C-206 T-100 "MIDDLINGS" TROUGH . 225 PIW 60 - 16'-6" - 5 12 - 100 2 FVNR YES ATTACHED TO TROMMEL HOPPER B
COLLECTION SLIDER BED 3-PLY MOR
CONVEYOR C x BARE
C-400 RESIDUE TROUGH NEW 220 PIW 48 36'-0" - - 0 24 - 120 3 FVNR YES MODIFY EXIST. C-703 TO FIT. INSTALL NEW BELT AND SCRAPER. INSTALL NEW DRIVE
RE-USE COLLECTION SLIDER BED 2-PLY STD NEW EXIST NEW NEW NEW SPEED. REMOVE ALL DAMAGED SECTIONS. CLEAN ALL PARTRS AND RE-PAINT.
EXIST. C-707 CONVEYOR EXISTING C x BARE INSTALL NEW DRIP PAN FULL LENGTH.
C-401 RESIDUE ROLLER CHAIN 330 PIW 48 31'-0" 13'-0" g'-g" 35 24 4" @ 48" 50 5 FVNR NO
TRANFER BELT 3-PLY STD
CONVEYOR 6" PITCH -Cx C
C-402 - RESIDUE TROUGH 220 PIW 48 22'-0" - - [¢] 24 - 130 2 FVNR YES
TRANSFER SLIDER BED 2-PLY STD
CONVEYOR C x BARE .
C-403 G-301 RESIDUE TROUGH IDLER 150 PIW 30 7'-0Q" - - 0 12 - 100 1 FVNR YES V~-GROCVE HEAD PULLEY
COLLECTION 2-PLY STD
CONVEYOR C x BARE
C-404 RESIDUE TROUGH IDLER 150 PIW 30 - 61'-8" - 3 12 - 120 -3 FVNR YES
TRANSFER 2-PLY STD
CONVEYOR C x BARE
C-405 RESIDUE ROLLER CHAIN 330 PIW 30 6'-6" - 30'-9" - 42 18 3" @ 36" 50 -5 FVNR NO
TRANSFER BELT 3-PLY MOR
CONVEYOR 6" PITCH CxC
C-500 "FINES" ROLLER CHAIN 330 PIW 36 47'-0" 11'-4" 15'-0" 35 18 3" @ 36" 50 7.5 FVNR NO
TRANSFER BELT 3~-PLY MOR
| CONVEYOR 6" PITCH C x C .
"-501 "FINES" TROUGH IDLER 220 PIW 36 - 108'-0" - 7 18 - 120 5 FVNR YES STAINLESS STEEL HEAD PULLEY & HEAD SECTION
) TRANSFER 2-PLY STD
. CONVEYOR . C x BARE
C-502 "FINES" TROUGH IDLER 220 PIW 36 - 52'-0" - 8 18 - 130 3 FVNR YES
TANSFER 2-PLY STD
CONVEYOR C x BARE
C-503 "FINES" TROUGH IDLER 220 PIW 36 13'-6" - - 0 18 - 130 1.5 FVR YES REVERSIBLE DRIVE. V-GROOVE HEAD PULLEY
LOADOUT 2-PLY STD
CONVEYOR C x BARE
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OR BELT
I BELT LOWER INCLINED UPPER ANGLE SIDESKIRT CLEAT BELT EST. MOTH
EQUIP EQUIPMENT EQUIPMENT BELT WIDTH HORIZ LENGHT | HORIZ. DEG. HEIGHT SPACING SPEED H.P. s‘rAmgsR SCRAPER DESCRIPTION OF WORK AND COMMENTS
~_ _NUM DESCRIPTION TYPE TYPE IN) (FT) FT) (FT) ESTIMATED {IN) (FPM) TYP.
- - Qv - - 0 12 - 100 2 FVNR YES RE-USE EXIST. C715 AND CUT TO FIT. REMOVE CUT-OUT SECTION. INSTALL NEW DR
R(::E-SUO;E B gggEggﬁg]?]US Sngggsggp 2%;2,;;%; = 451\]];\',;] EXIST NEW NEW NEW INCREASE SPEED. INSTALL NEW DRIP PAN FULL LENGTH. INSTALL NEW BELT AND BEI
EXIST. C-71% CONVEYOR EXISTING C x BARE LENGTH CLEAN ALL PARTS AND RE-PALNT.
C-505 E-700 & E-701 TROUGH EXIST 24 36'-4" - - 0 EXIST - 60 2 FVNR YES RE-USE EXIST. C-660. REMOVE INFEED HOPPER., CLEAN ALL PARTS.
RE-USE FERROUS COLLECTION SLIDER BED | CRESCENT TOP INSTALL NEW DRIP PAN FULL LENGTH.
EXST. C-660 CONVEYOR EXISTING BELT
C-700 CONCRETE ~TROUGH 220 PIW 60 36'-6" - - 0 30 - 100 2 FVR YES REVERSIBLE DRIVE. V-GROOVE HEAD PULLEY
LOADOUT SLIDER BED 2-PLY STD g
CONVEYOR C x BARE
C-701 REJECTS TROUGH 220 PIW 60 36'-6" - - 0 30 - 100 2 FVR YES REVERSIBLE DRIVE. V-GROOVE HEAD PULLEY
LOADOUT SLIDER BED 2-PLY STD
CONVEYOR C x BARE
C-702 WOOD TROUGH 220 PIW 60 36'-6" - - 0 30 - 100 2 FVR YES REVERSIBLE DRIVE. V-GROOVE HEAD PULLEY
LOADOUT SLIDER BED 2-PLY STD
CONVEYOR C x BARE
C-703 BULKY METATL TROUGH 220 PIW 60 36'-6" - - 0 30 - 100 2 FVR YES REVERSIBLE DRIVE. V-GROOVE HEAD PULLEY
LOADOUT SLIDER BED 2-PLY STD
CONVEYOR C x BARE YES
C-704 OCC TROUGH 150 PIW 60 45! -6" - - 0 30 - 100 2 FVNR
TRANSFER SLIDER BED 2-PLY STD
CONVEYOR C x BARE o]
C-705 0oCcC TROUGH 150 PIW 60 - 124'-0" - 2 36 - 100 - 3 FVNR
LOADOUT SLIDER BED 2-PLY STD
CONVEYOR C x BARE
C-706 "MIDDLINGS" ROLLER CHAIN 330 PIW 60 38'-0" 40'-6" 4'-6" 35 30 47@48" 50 8 FVNR -
TRANSFER BELT 3-PLY MOR
CONVEYOR 6" PITCH CxC S
C-707 V-700 INFEED TROUGH 225 PIW " 60 - 23'-8" - 10 30 - 120 3 FVNR YE
CONVEYOR SLIDER BED 3-PLY MOR
C x BARE
C-~708 V-700 "OVERS" ROLLER CHAIN 330 PIW 60 i2'-2% 19'-9" 31-3" 35 30 4V@48" 50 8 FUNR -
TRANSFER BELT 3-PLY MOR’
CONVEYOR 6" PITCH Cx C
C-709 SPLITTER SLIDER 150 PIW 60 10'-07 - - 0 24 - 120 1 FVR YES REVERSIBRLE DRIVE. V-GROOVE HEAD PULLEY.
CONVEYOR BED 2-PLY STD -
C x BARE -
Cc-710 SPLITTER SLIDER 150 PIW 60 10'-0" - - /) 24 - 120 1 FVR YES REVERSIBLE DRIVE. V-GROOVE EEAD PULLEY.
CONVEYOR BED 2-PLY STD
C x BARE
C-711 "MIDDLINGS" "PICKING STYLE" 1750 PIW 60 _ ig1-8" a5'-p" 8 E"/24" @ TAII - 80-150 3 VED YES TURN DOWN TAIL SECTION. STAINLESS STEEL HEAD PULLEY AND HEAD SECTION
SORT CONVEYOR SLIDER BED 2-PLY STD TURNED DOWN
C x BARE TAIL SECT
C-712 "MIDDLINGS " TPICKING STYLE" 150 PIW 60 . 187 -8" a5r-pn 8 F"/24" @ TAIJ - 80-150 3 - VFD YES TURN DOWN TAIL SECTION. STAINLESS STEEL HEAD PULLEY AND HEAD SECTION
SORT CONVEYOR SLIDER BED 2-PLY STD TURNED DOWN | - . :
TAIL SECT

~ MIXED BAPER 230 PIW STOP/START JOG DRIVE.
BIN BELT 3-PLY STD LOWER SECT.
CONVEYOR 6" DITCH CxC TAPERED
C-718 V-700 "UNDERS" TROUGH 320 PINW 18 Z 26'-37 z 7 9" WITH = 120 3 FVNR YES FLARED INFEED HOPPER RUNNING FULL LENGTH
COLLECTION STLIDER BED 2-PLY STD INFEED
CONVEYOR C x BARE BOPPER
C-719 V-701 TROUGH SLIDER 220 PIW 18 - 227-0° - 15 24 P 120 3 FUNR X0
INFEED Z-PLY STD
CONVEYOR C x BARE
c-720 V-701 TROUGH 320 PIW 36 267-3% = - 0 12 - 100 5 FVNR YES RE-USE C-322 &CUT TO FIT REMOVING CUT OUT & DAMAGED SECTIONS. INSTALL N
"FINES" COLLECTION SLIDER BED 2-PLY STD EXIST NEW EXIST EXIST NEW CLEAN ALL PARTS AND RE-PAINT. NEW BELT SCRAPER.
CONVEYOR EXIST C x BARE LENGTH
c-721 V-701 TROUGH 150 PIW 36 - 35-07 - 10 18 . 120 z FUNR YES STATNLESS STEEL HEAD PULLEY AND HEAD SECTION.
"OVERS" SLIDER BED 2-PLY STD
CONVEYOR C x BARE
c-722 WOOD TROUGH 320 BIW 0 32°-0° - N 0 30 - 100 2 FVRR YES
LOADOUT SLIDER BED 2-PLY STD
CONVEYOR C x BARE
C-723 ocC WALKING REW STEEL S0 0.D. |44'-0" 0.D. - - 0 B 6" - EXIST 25 FUNR - RELOCATED EXIST. C-900 WITH NEW GTEEL BED SLATS.
RE-USE BUNKER FLOOR BED FRAME FRAME HYDRAULIC RELOCATED HYDRAULIC PACK AND PIPING. PROVIDE NEW PIPI & FITTINGS AS REQU
EXIST WALKING FLOOR =/ (+/-) PUMP FIELD MEASURE ACTUAL DIMENSION.
r———— i —_—e et ——— ——— —————— ry Ot _cn myTam -

RELOCATED EXIST. C-901 WITH NEW STEEL BED SLATS. SHARES POWER PACK WITH
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e KIRT | CLEAT | BELT EST. MOTOR BELT
] BELT LOWER | INCLINED | UPPER ANGLE SIDESKIRT CLEAT -
EQUIP EQUIPMENT EQUIPMENT BELT WIDTH HORIZ | LENGHT | HORIZ DEG. HEIGHT | SPACING SPEED HP. ST'I;A‘?I;I‘EER SCRAPER DESCRIPTION OF WORK AND COMMENT!
NUM DESCRIPTION TYPE TYPE (IN) {FT) (FT) (FT) ESTIMATED (IN) (FPM)
— FIELD MEASURE ACTUAL DIMENSION.
RE-USE BUNKER FLOOR BED FRAME
EXIST WALKING FLOOR : +/-) (+/-) TTEw - EXIST " - RELOCATED EXIST. C-502 WITH NEW STEEL BED SLATS. SHARES POWER PACK WITH C
c-725 MP WALKING NEW STEEL 90" 0.D. 44-;0" 0.D. - - 0 FTELD MEASURE ACTUAL DIMENSION.
RE-USE BUNKER FLOOR BED FRAME RAME
EXIST WALKING FLOOR (+/-) - (;/ -)o = 5 e EAST 5T1 = EXIST - z RELOCATED EXIST. C-903 WITE NEW STEEL BED SLATS. SHARES POWER PACK WITH C
C-726 FERROUS WALKING NEW STEEL 50" 0.D. - D. - - - NERSURE -
RE-USE BUNKER FLOOR BED FRAME FRAME 6'-0" WEST SIDE FIELD S ACTURL DIMERSION
EXIST WALKING FLOOR (+/-) (+/-) FUNE YES
C-727 G-300 TROGGH 150 PIW 36 - Tg'-9" - 10 18 - 100 2
INFEED SLIDER BED 2-PLY STD
CONVEYOR C x BARE R 58
C-728 ALUMINUM TROUGH 150 PIW 24 310" - - 0 12 - 110 15
TRANSFER SLIDER BED 2-PLY STD
CONVEYDR C x BMRE e e Z0 AS 1S AS 1S 60 5 FVIR NO MODIFY & RE-USE EXIST. CONVEYOR C-950. INSTALL NEW DRIVE SYSTEM.
c-729 €-301 ROLLER CHAIN AS 18 24 8-t wNE'WG = NEW AS 18 AS 18 MODIFY BENT SECTION TO SUIT NEW ANGLE. REMOVE DAMAGED SECTION. CLEAN ALL I
RE-USE INFEED 6" PITCH , NEW
EXIST. C-95( CONVEYOR E-USE EXIST. C-950 o
C-730 ALUMINUM TROUGH 150 PIW 24 - 217-3" - 20 18 27@36" 120 2 FVNR
LOADOUT SLIDER BED 2-PLY STD
CONVEYOR C x BARE 50 5 RVS NO BALER CONTROLPANEL
C-800 BALER INFEED ROLLER CHAIN 330 PIW 72" 541 -g" - - 0 24 -
PIT CONVEYOR 6" PITCH 3-PLY STD
CxC x
C-B01 BALER INFEED ROLLER CHAIN 330 PIW 72" 167 -0" 13-4 50" 25 36 27@4g" 50 7.5 RVS NO BALER CONTROL PANEL
PIT CONVEYOR g% PITCH 3-PLY STD
cxC
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I BELT LOWER INCLINED UPPER ANGLE SIDESKIRT CLEAT BELT EST. MOTOR BELT
EQUIP EQUIPMENT EQUIPMENT BELT WIDTH HORIZ LENGHT HORIZ. DEG. HEIGHT SPACING SPEED H.P. STARTER | SCRAPER DESCRIPTION OF WORK AND COMMENTS
NUM DESCRIPTION TYPE TYPE {IN) FT) (FT) ¥T) ESTIMATED {IN) (FPM] TYPE
PROCESS EQUIPMENT
B-800 TWO-RAM BALER 200 RVS BALER TO HAVE OWN CONTROL PANEL
E 20 PUMP FVNR
10 HTR/COOLING FVNR
E-300 EXISTING TO BE OVERHEAD "DINGE® - - - = - Z - 5 FVNR - EXISTING E-325 MAGNET TO BE SHIPPED TO DINGS FACTORY FOR RECONDITOING. CON!
RE-USE RECONDITIONED AND ELECTRO-MAGNET MODEL 77 + RECTIFIER | TO DRAIN AND DISPOSE OIL OF SITE PRIOR TO SHIPMENT TO THE FACTORY.
EXIST. RE-USED - ‘ EXIST. RECTIFIER TO BE RELOCATED. CONTRACTOR SHALL TEST THE UNITAND REPATR
"DINGS® : BE MADE IF NECESSARY PRIOR TO RE-INSTALLATIOIN.
MODEL 77 -
E-500 NEW OVERHEAD OVERHEAD 44" WIDE - - - - - - .- 3 FVNR -
ELECTRO-MAGNET ELECTRO-MAGNET MAGNET 7.5 KW RECTIFIER
E-700 EXISTING TO BE OVERLEAD 20X i - 5 FVNR EXISTING E-703 MAGNET TO BE SHIPPED TO DINGS FACTORY FOR RECONDITOING. CON
RE-USE RECONDITIONED AND ELECTRO-MAGNET + RECTIFIER ] TO DRAIN AND DISPOSE OIL OF SITE PRIOR TO SHIPMENT TO THE FACTORY.
EXIST. RE-USED EXIST. RECTIFIER TO BE RELOCATED. CONTRACTOR SHALL TEST THE UNITAND REPAIR
"DINGS® - BE MADE IF NECESSARY PRIOR TO RE-INSTALLATIOIN.
MODEL 77 .
E-701 EXISTING TO BE OVEREEAD 5 FUNR EXISTING E-703 MAGNET TO BE SHIPPED TO DINGS FACTORY FOR RECONDITOING. CON
RE-USE RECONDITIONED AND ELECTRO-MAGNET + RECTIFIER TO DRAIN AND DISPOSE OIL OF SITE PRIOR TO SHIPMENT TO THE FACTORY.
EXIST. RE-USED EXIST. RECTIFIER TO BE RELOCATED. CONTRACTOR SHALL TEST THE UNITAND REPAIR
WDINGS® : BE MADE IF NECESSARY PRIOR TO RE-INSTALLATIOIN.
MODEL 77 -
G-300 ALUMINUM 48" BELT 12" DIA ROTOR - 20 ROTOR VED
SEPARATOR 300 3 CONVEYOR FVNR NO
G-301 ALUMINUM CLEAN 36" BELT 12" DIA ROTCR - - - - - - - - 15 ROTOR VFD
ue ' : 300 3 CORVEYOR FUNR o)
T-100 ROTARY SCREEN DIA x 45'-0" L{ = - - - - - - = - 100 RVS - 5 DEGREE DOWNSLOPE
TROMMEL SCREENING DRUM CHAIN DRIVE
T-200 ROTARY SCREEN DIA X 45'-0" Li - - - - - - - - - - 100 RVS - 5 DEGREE DOWNSLOPE
TROMMEL SCREENING DRUM _ CHAIN DRIVE
V-700 PRIMARY DISC ROTARY DiSC - z - = = - - = - 7.5 VFD - AUTOMATIC SPROCKET OILER. ELECTRO-MECHANICAL ANGLE SDJUSTMENT
SCREEN SCREEN DECK 7.5 VED
v-701 SECONDARY DISC ROTARY DISC - - - - - - - - - 3 VED - AUTOMATIC SPROCKET OILER.
SCREEN SCREEN DECK 3 VED
M-713 ALUMINUM ELECTRO-MECH 'L - - - - - - Z - - 115 VAC POWER - - BUILT-IN LIMIT SWITCHES.
BUNKER DOOR LINEAR ACTUATOR . SUPPLY {2) DOORS AND (2) ACTUATORS REQUUIRED. ONE EACH FRONT AND BACK.
ACTUATOR
M-714 HDPE ELECTRO-MECH'L - - - - = = - - - 115 VAC POWER - - BUILT-IN LIMIT SWITCHES.
BUNKER DOOR LINEAR ACTUATOR SUPPLY (2) DOORS AND (2) ACTUATORS REQUUIRED. ONE EACH FRONT AND BACK.
ACTUATOR
M-715 PET ELECTRO-MECH 'L = - - = = - - - - 115 VAC POWER - - BUILT-IN LIMIT SWITCHES.
BUNKER DOOR LINEAR ACTUATOR SUPPLY (2) DOORS AND (2) ACTUATORS REQUUIRED. ONE EACH FRONT AND BACK.
ACTUATOR
M-716 #3-#7 ELECTRO-MECH'L - = - - - - - = - 115 VAC POWER - - BUILT-IN LIMIT SWITCHES. ]
BUNKER DOOR LINEAR ACTUATOR ] SUPPLY (2) DOORS AND (2) ACTUATORS REQUUIRED. ONE EACH FRONT AND BACK.
ACTUATOR : ]
M-717 MIXED PAPER ELECTRO-MECH 'L - - - - - - - - - 115 VAC POWER - - BULLT-IN LIMIT SWITCHES. |
BUNKER DOOR LINEAR ACTUATOR SUPPLY DOOR AND ACTUATOR REQUIRED AT FRONT (DISCHARGE) ONLY.
ACTUATOR
M-723 oCcC ELECTRO-MECH 'L - - - - - - - - - 115 VAC POWER - - BUILT-IN LIMIT SWITCHES.
BUNKER DOCR LINEAR ACTUATOR SUPPLY DOOR AND ACTUATOR REQUIRED AT FRONT (DISCHARGE) ONLY.
ACTUATOR
M-724 ONP ELECTRO-MECH'L - - - - - - - - - 115 VAC POWER - - BUILT-IN LIMIT SWITCHES.
BUNKER DOOR LINEAR ACTUATOR . SUPPLY DOOR AND ACTUATOR REQUIRED AT FRONT (DISCHARGE) ONLY.
ACTUATOR
M-725 MIXED PAPER ELECTRO-MECH'L - - - z = - = - - 115 VAC POWER - - BUILT-IN LIMIT SWITCHES.
BUNKER DOOR LINEAR ACTUATOR SUPPLY DOOR AND ACTUATOR REQUIRED AT FRONT (DISCHARGE) ONLY.
~ ACTUATOR
M-726 MIXED PAPER ELECTRO-MECH'L - - - Z - - - - = 115 VAC POWER - - |BUILT-IN LIMIT SWITCHES.
BUNKER DOOR LINEAR ACTUATOR i SUPPLY DOOR AND ACTUATOR REQUIRED AT FRONT (DISCHARGE) ONLY.
ACTUATOR '
M-731 SPLITTER 14" DIAMETER - - Z Z - - = - - 1 FVR - REVERSIBLE DRIVE
ROTATING DRUM BI-DIRECTIOINAL
ROTATING DRUM
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BELT LOWER INCLINED UPPER ANGLE SIDESKIRT CLEAT BELT EST. MOTOR BELT
EQUIPMENT LENGHT HORIZ. DEG. HEIGHT SPACING SPEED H.P. TARTER | SCRAPER DESCRIPTION OF WORK AND COMMENTS
DESCRIPTION ESTIMATED

PROCESS EQUIPMENT NOTES AND FEATURES:

ALL PROCESS EQUIPMENT SHALL BE EQUIPPED WITH ZERO SPEED SWITCHES.

RE-USED AND NEW CONVEYORS SHALL BE EQUIPPED WITH E-STOP OR 'PULL LANDYARD' .

ALL EXISTING CONVEYORS TO BE RE-USED SHALL BE CLEANED BEFORE RE-INSTALLATION.

W N

ALL, SUPPORTS FOR EXISTING CONVEYORS THAT WILL BE RE-USED SHALL BE MODIFIED /SUPPLIED TO FIT NEW LOCATIONS.

|
ABBREVIATIONS

|
TEFC = TOTALLY ENCLOSED FAN COOLED

TENV = TOTALLY ENCLOSED NON-VENTILATED

TEAO = TOTALLY. ENCLOSED AIR OVER

ODP = OPEN DRIP PROOF

VFD = VARIABLE FEQUENCY DRIVE
FVR = FULL VOLTAGE REVERSING
FVNR = FULL VOLTAGE NON-REVERSING
RVS = REDUCED VOLTAGE STARTING

GENERAL NOTES

1 |[PROVIDE INLET HOPPERS AND DISCHARGE 5 |SIDESKIRT HEIGHTS ARE MEASURED FROM
CHUTES FOR EACH CONVEYOR AND EQUIPMENT. THE TOP OF BELT [
2 |CLEAT LENGTH TO BE THE WIDTH OF THE BOTTOM ’ 6 |SUPPORTS SHALL BE LOCATED ON |
OF THE TROUGH. HEIGHTS AS SPECIFIED. [ FINAL SHOP DRAWING FOR REVIEW AND APPROVAL BY THE OWNER'S ENGINEER.
3 |ALL NEW CONVEYORS TO BE SUPPLIED WITH 7 |HORSE POWER SHOWN ARE PRELIMINARY AND SUBJECT TO MANUFACTURER'S
DOUBLE BACK SEAL. [ [ N RECOMMENDATION WITH THE OWNER'S ENGINEER APPROVAL.
2 |PICKING STYLE SKIRTS ARE DEFINED AS A 4" OR 6" TROUGHING 8 |CONVEYOR LENGTHS AND ANGLE OF INCLINATIONS ARE PRELIMINARY AND

SUBJECT TO CHANGE AT SHOP DRAWING REVIEW.

DAN ALONG BOTHSIDES OF CONVEYOR IN LIEU OF SIDESKIRTS.

POWER SUPPLY IS 480/3 P/60 HZ UNLESS NOTED.




